L5, Cow't

EXECUTIVE RISK ASSESSMENT SEMMARY

HAZARD RFPORET NUMBER: LW-F5-RAES-24, LATE; 786

REV.LETTER: REV, DATE:

PART NUMEER: SEL30127232 LEUNUMEER: RED38129185
TITLE: Unable 1o properly configure s=al 1. SEVERITY: Cawmsupphic

2, LIKELIHOOD OF OCCURRENCE: Lmprobable

3 CLASSIFICATION: Conmolled

CAUSE: REDUNDANCY SCREENS:
A, Head rest cannot be removed from stowsge position,
ingtalled inlo landing position or locked inta danding A - Pass
position - adjustment pin jams in the engapad/disengaged
position. B - Pass
C - Pazg
FMEA: LWS.FPS-RAES-2A Criticality: IR2

Name/Quantity: Head rest iocking pin/l

Fanction: Locks head rest into seowad/flight position and

provides adjestment [or head rest in faght configuration.

Failure Mode: Cause: Conraminalion, excessive use,
Lacking pin jams in the engaged/disengaged pozidon whils piece-part deleot

rying © remave head rest from stowage configuration,

reinstallation in flight position or adjustment while in

Etight position,

Corrective Actice: Crew could possibly use contingency Failure deteetion: crew cannol disengagefengage
IFM 1ools to free jammed pin. adjustment pin.

EFFECT: REMAINING PATHS: None

Tims w Effett: Seconds

Time wo Comecr: Minpies

Faiture Effect:

Head resl not remamned wn Hight configuration, inadequar head support oot provided to the crew member for nominal
fight leads or ezash doads, _

Ppssible crew mjury/loss of crew die 1o whiplash,

CONTROL/RETENTION RATIONALE;

DESICN: 1. Designed for minirowm access for con@minazion.

FATLURE HISTORY:; First flight - None

OPERATIONAL USE: Crew could possibly use contingency IFM 10ols to froc Jammed pin,
MAINTAINABDLITY:

CEE/LW-PS - 1



U5 Gow't

EXECUTIVE RISK ASSESSMENT SUMMARY

BAZARD REPORT NUMBER: LW-P5-RAES-24 DATE: 786

REY,LETTER: REY. DATE:

PART NUMPER: SED39]127252 LEU NUMBER: SED33]20185

VERIFICATION:

TEST: 2. Functional sl performed before and afler sach cemification Lest End acceptance Issting with QA panicipation.
INSFECTION:

1. During aesembly all parrs are checked 10 be gepeally clmn,

23 POA 425 PLA 4.2.4.1 2 Theck al! eight headrest posions by unlaching the headrest adjustoent plunger and
pulling up the headrest antit the plunger snaps int next posinon. The plunger shall awiomatically snap ints place.
Remove beadrest and verify headrest snaps into siorage location. Remove headrest from storage tocaeinn and reinstall in
seal-back launch positon, The operation of unlatching and adjusting shell be free of slops, jams or binding.

75, OMRS Y&6AAQ.022-C, T - Yerify piloticmdr two-position seat back and headraer adjustment, full range and looking
capabiliry.

2¢. Lifa Cenification Tast (800 full range of molion {terations) eompletad on head rest {TFS DWOSIN1A30)) and pasced
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